
ABSORPTION

LOW, MEDIUM
& HIGH TONES

BELL
Astrikingacoustic lampwithanexceptional
soundabsorptionperformance.
DesignedbyJakubSobiepanek

Fact sheetwww.mute.design



B E L L I Fact sheet

SHAPE AND DIMENSIONSmm +/-5mm
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Basotect foam HDFboard Plywood

Powdercoatedsteel Sourceof light (glass/steel/aluminium)

Felt Fabricofchoice (optionalbicolorfinish*)

*Optionofmixing2coloursof thesame fabricon insideandoutside. Incase
ofE27orGolf LED lightwe recommendtochooseabrightcolourof fabricon
the insideof the lamptomaximize itsperformance.

COMPOSITION

Type:Pendant

Lightversions:Golf LED,Downlight, E27fitting (excl. bulb)

Recommendeduse:

Golf LEDoption: Lobbies, Restaurants,Hotels

Downlightoption:Open-planoffices&Conference rooms

GENERAL

WEIGHTS kg
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SOUND ABSORPTION AOBJ PER ISO 354
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Frequency

Bell ø1150
Bell ø950
Bell ø750

ACOUSTIC PROPERTIES

Absorption Low,medium
andhigh tones

Dependingon thesize, theproduct is shipped in followingsizesofpackaging:

785×785×550mm 985×985×690mm 1185× 1185×830mm

PACKAGING (LxWxH)
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Theceilingcanopy(ø100×55mm) isavailable inwhite
(RAL9016)orblack (RAL9005).

The lamp isdeliveredwithapowercableandamounting
system(3m)–seetheShapeandDimensionssectionabove.

FIXING SYSTEM
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Golf LED
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Lightdistribution for light fabric
Golf LED
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Lightdistribution fordark fabric
Golf LED

Polar intensitydiagramfor light fabric
Golf LED

56°

Wattage: 60Wmax
InputVoltage: 230VAC

The lamp isalsoavailablewithanE27screwforcustombulbarrangement
(productdoesnotcontainabulb).

E27 FITTING PROPERTIES

1 sizeofDownlightdiffuser
ø105mm|H: 120mm
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cd/klm –C90-C270 η= 100%
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GOLF LED LIGHT SOURCE PROPERTIES

Wattage: 19W/20W
InputVoltage: 230VAC
LumenOutput: 1600 lm/ 1700 lm
Efficacy: 85 lm/W
ColorTemperature: 3000K/4000K
CRI: >90
UGR:21 (22 ifdarkupholstery)
Colour tolerance:MacAdam3
Average rated life: L90B2050000h
Degreeofprotection: IP20
Dimming:Dali (Optional)
Certificates:CE

GOLF LED PHOTOMETRIC DISTRIBUTION
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3sizesofGolf LEDdiffuser
dependingon the lamp's size:
ø200mmforBell ø750
ø300mmforBell ø950
ø400mmforBell ø1150

DOWNLIGHT PHOTOMETRIC DISTRIBUTION

Wattage: 19W
InputVoltage: 230VAC
LumenOutput: 2400 lm
Efficacy: 121 lm/W
ColorTemperature: 3000K/4000K
CRI: >80
UGR:22
Colour tolerance:MacAdam3
Average rated life: L90B2050000h
Degreeofprotection: IP40
Dimming:Dali (Optional)
Certificates:CE

DOWNLIGHT LIGHT SOURCE PROPERTIES



SELECTION OF STANDARD FABRICS THE ENTIRE COLOR PALETTE IS AVAILABLE ON HTTPS://MUTE.DESIGN

ERA
byCamira

1

320 140 BS EN 1021-1
BS EN 1021-2

5 4
100%

polyester

SPRINT
byCamira 325 150 BS EN 1021-1

BS EN 1021-2
6 4

100%
polyester

SYNERGY
byCamira 400 140 BS EN 1021-1

BS EN 1021-2
5 4

95% newwool,
5% polyamide

REMIX3
byKvadrat 300 140 BS EN 1021-1

BS EN 1021-2
6 3-4

90% newwool,
10% nylon

4

5

SELECT
byGabriel 364 140 BS EN 1021-1

BS EN 1021-2
5-8 4-5

85%NewZealandwool,
15% polyamide

STEELCUTTRIO3
byKvadrat 550 140 BS EN 1021-1

BS EN 1021-2
6-7 490% newwool,

10% nylon

EVO 300 160 BS EN 1021-1
BS EN 1021-2

4-5 5100%
polyester

MEDLEY
byGabriel 364 140 BS EN 1021-1

BS EN 1021-2
5-7 5-7100%

polyester

CHILI
byGabriel 336 140

BS EN 1021-1
BS EN 1021-2
DIN 4102-B1

5-8 4-575% post-cons. recycled
polyester, 25% polyester

3

2
MICA

byGabriel 218 140 BS EN 1021-1
BS EN 1021-2

5-8 4-597% post-cons. recycled
polyester, 3% polyester

NAME PG COMPOSITION WEIGHT
g/m2

WIDTH
mm

FLAMMABILITY
certificates

LIGHTFASTNESS
ISO 105-B02

PILLINGRES.
ISO 12945-2
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Keeptheproductdryandawayfromairconditioningandventilationsystems
Keepawayfromdirect sun lightandheat sources
Vacuumregularly

CARE

4

Thesoundabsorbingsurface isdecoratedwithavertical zipper that coversa
seamofchosen fabric.Thezipper is available in fourbasiccolors:

ZIP COLORS

Black Red
RED2002

YellowGrey
RAL7037 RAL1023RAL9005


